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SIMTEK - Installation Instructions  
  

14. Concrete Shoes.  
SimTek can be installed on top of an 8�  minimum width, poured 
concrete wall or on flat concrete using SimTek�s Concrete Shoe.  
Concrete Shoes are a heavy steel plate with vertical members.  It 
attaches to the concrete with anchors and bolts to the posts.  Specific 
Concrete shoes are available for end posts, line posts and corner 
posts.  Skirts in six colors to match wall colors, cover the plates and 
anchor bolts for a finished look. 

a. Cut the posts to 73.5�  if the concrete surface is level.  Posts may need 
to be cut longer to accommodate slopes if the concrete wall is 
stepped.  Always cut off the bottom of the posts, retaining the factory 
finished post top. 

b. Panel support brackets are unnecessary when using Concrete shoes.  
The panels will sit directly on the wall or driveway surface.  

c. Start with either a corner or an end post position.  Locate the concrete 
shoe an equal distance from the edges of the concrete. 

d. Mark the position of the plate.  Drill all four holes through the pre-
drilled holes in the steel plate. 

e. Next install four concrete anchor bolts with a minimum tension and 
shear strength of at least 4,000 pounds.  Position the bolts to fasten 
the mounting plate of the shoe. 

f. Place the shoe over the bolts and attach the shoes to the concrete with 
specified fasteners. 

g. If the concrete surface is not level, washers may be placed over 
anchor bolts and before shoes are bolted down to serve as leveling 
devices. 

h. Position the skirt covers over shoes, covering the shoe plates.  Skirts 
must be inserted prior to posts being attached. 

i. Attach the shoe straps to the posts with fasteners in pre-drilled holes.  
j. With the first shoe anchored, and the post attached, determine and 

mark the next shoe position using a steel spacer.  It will measure 72�  
from the center of the post to the center of the next post. 

k. Mark and drill the four holes for the next shoe. 
l. Repeat previous steps.   

i. Mark and drill the holes. 
ii. Attach the shoes to the concrete. 
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iii.  Insert the skirts. 
iv. Attach the posts to the shoes. 

m. Once all shoes and posts are securely anchored to the concrete wall 
and skirts are in place, insert the panels. 

n. Be certain that steel stiffeners are in both the top and bottom rails of 
each panel. 

o. Once the panels are inserted, they will hold the skirts in position 
p. Finally, place the caps on the posts for a finished look.  
q. For more information, see Illustration H at the bottom of this 

document. 
 

15. Installing gap fillers.   
Gap fillers are designed to fill the gap primarily on the edge where a 6� 
high wall transitions to a 3� high wall. 
a. Cut the gap filler to the desired length and using two screws, attach it 

from the back side of the line post.  This will provide a finished look 
with hidden fasteners. 

b. For more information, see Illustration I at the bottom of this 
document. 

 
Summary of Installation, questions. 
 
These instructions are meant to be both thorough and concise.  Most questions will 
be answered by paying close attention to details and recommended installation 
procedures.  If you have questions or encounter unusual circumstances, please 
contact SimTek for direction. 
 
 
To initiate warranty coverage, please register online as soon as your SimTek 
Wall is complete.  SimTek cannot be responsible for unregistered projects, and 
associated future warranty claims. 
 
Thank you for choosing SimTek.  Your Decorative Rock Wall will provide many 
years of trouble-free beauty and owner satisfaction. 
 
TOOLS and FASTENERS Required: 

1. Two way level  
2. Bubble level 
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3. Laser level for significant changes in slope. 
4. String at least as long as your longest run. 
5. Power drill with: 

·   3/8�  hex driver (deep socket to allow installation of brackets) 
·  Phillips screw driver 

6. Mallet or hammer 
7. Metal cutting saw (to cut steel stiffeners – if required) 
8. Circular saw (if any panels are to be cut) 
9. Allen Wrench to adjust gate position. 
10. Spray paint to mark locations of holes to be drilled in soil. 
11. List of self-tapping fasteners 

·  Attaching support brackets to line posts – #14 Hex washer head, 1.5�  
fastener 

·  Attaching support brackets to end posts – #14 Hex washer head, 3.0�  
fastener 

·  Attaching support brackets to corner posts - #14 Hex washer head, 
3.0�  fastener 

·  Attaching panels to End posts – #14 Hex washer head, 3.0�  fastener   
·  Attaching panels to Corner posts – #14 Hex washer head, 3.0�  

fastener 
·  Attaching panels to Line posts – #14 Hex washer head, 3.0�  fastener 
·  Fasteners to attach shoes to the posts – #14 Hex washer head, 1.5�  

fastener  
12. Concrete anchor bolts – 0.50�  x 2.75�   (if mounting SimTek on a wall) 
13.  Button Head Screw – Attaching hardware to gate (included with hardware) 
 
14. Hardware:  

·  1.0�  Fasteners  
i. Drop Rod to Gate 

·  1.5�  Fasteners  
i. Bracket to Line Post (2 per post) 

·  2.5�  Fasteners 
i. Hinge to Post 
ii. Latch to Post 

·  3.0�  Fasteners 
i. Bracket to End Post (1 per post) 
ii. Bracket to Corner Post (2 per post) 



 
 
 
1330 W. 400 N.                                                                                                                              office  (801) 655-5236 
Orem, UT 84057                                                                                                                               fax: (801) 655-5240  
www.simtekfence.com                                                                                                                   info@simtekfence.com  
 
 
 
 

 
 
 
 
 

4 

iii.  Panel to Corner Post (6 per post)  
iv. Panel to End Post (3 per post) 

·  Button Head Screw 
i. Hinge to Gate (2 per hinge) 
ii. Latch to Gate (2 per latch) 

·  For more information, see Illustration J at the bottom of this 
document. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Illustration H 
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Illustration I 

 
 

Illustration J 

 


